TEST POINT CONDITIONS FOR POWER AMP
1. Phase, 1kHz sine wave input into insert tip. 0 Ohm load

THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.
TO AVOID RISK OF ELECTRIC SHOCK, REFER SERVICING TO QUALIFIED
TECHNICIANS.

CAUTION:
J21
TOUCHING INTERNAL PARTS.
AND BE SURE POWER SUPPLY IS DISCHARGED BEFORE

CAUTION:
SHOCK HAZARD!!
NOTES:
3) VOLTAGES ARE MEASURED WITH 1 MEGOHM OSCILLOSCOPE
2) UNLESS NOTED, RESISTOR VALUES IN OHMS, 1/4W-5% TOL.
THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.
TO AVOID RISK OF ELECTRIC SHOCK, REFER SERVICING TO QUALIFIED
CAUTION:
TOUCHING INTERNAL PARTS.
AND BE SURE POWER SUPPLY IS DISCHARGED BEFORE

SOL0/OVERDRIVE
CLEAN/OVERDRIVE

CONNECT APPROPRIATE XFRMR LEAD TO J17 FOR DESIRED LINE VOLTAGE.
BROWN
GRAY/WHITE
BLUE
WHITE

EXPORT WIRING

NOTES:

1) CAUTION: SHOCK HAZARD!!
TO AVOID RISK OF ELECTRIC SHOCK, REFER SERVICING TO QUALIFIED PERSONNEL.

2) UNLESS NOTED, RESISTOR VALUES IN OHMS, 1/4W-5% TOL. THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.

3) LOW, MID, HIGH @ 5 kHz 40mV SINE WAVE INPUT

4) TEST POINT CONDITIONS

- CONDITION "A": CHANNEL A, GAIN ONE SELECTED, GAIN 1, GAIN 2, LOW & HIGH @ 5, LEVEL @ 10.
- CONDITION "B": CHANNEL A, GAIN TWO SELECTED, GAIN 1, GAIN 2, LOW & HIGH @ 5, LEVEL @ 10.
- CONDITION "C": CHANNEL B, LEVEL @ 10, LOW, MID, HIGH @ 5.

CAUTION:

TEST POINTS ARE PROVIDED FOR USE BY QUALIFIED PERSONNEL. DO NOT PERFORM ANY SERVICING BEYOND THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.

NOTES:

1) LOW, MID, HIGH @ 5 kHz 40mV SINE WAVE INPUT
2) UNLESS NOTED, RESISTOR VALUES IN OHMS, 1/4W-5% TOL. THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.
3) VOLTAGES ARE MEASURED WITH A 1-MEGOHM OSCILLOSCOPE AND A 10-MEGOHM DIGITAL VOLTMETER.

 confirmed by

Check:

Checked:

WFB

Drawing Type: Schematic

Drawing Number:

07S279-XX

Page 3

©2007 LOUD Technologies Inc. All rights reserved

PWA DSP Guitar Amplifier PCB Schematics

Page 3

©2007 LOUD Technologies Inc. All rights reserved

PWA DSP Guitar Amplifier PCB Schematics