USB OPTION

**NOT INSTALL USB Drivers for Dual or Sharctone series.**

**NOT INSTALL USB Drivers for Dual or Sharctone series.**

---

**COMPANY:**

**SHARCTONE MAIN DIGITAL**

---

**THE INFORMATION COMPARED IN THIS DRAWINGS IS THE SOLE PROPERTY OF LINE 6 INC. ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF LINE 6 INC. IS PROHIBITED.**

---

**LINE 6**

---

**PADS POWER LOGIC V5.0**

---

**DRAWN:**

**CHECKED:**

**DATE:**

**REV:**

**35-00-0121**

---

**SCALE:**

**PART NUMBER:**

---
NOTE: The PCB layout is configured to install either the 1M X 16 or the 4M X 16 parts but not both!
FT3 SPEAKER OUTPUT PCB

GROUND RIGHT SIGNAL RIGHT GROUND LEFT SIGNAL LEFT STEREO
FROM PWR AMP

STEREO SWITCH
NORMAL

INTERNAL SPEAKER LEFT INTERNAL SPEAKER LEFT GROUND INTERNAL SPEAKER RIGHT INTERNAL SPEAKER RIGHT GROUND

JP-1 JUMPER SELECTION
Speakers Config. JP-1 Status
2 X 12 STEREO Install
1 X 12 MONO Do Not Install
1 X 12 PLUS Do Not Install

STEREO = LOW MONO = HI
(PULL-UP ON SIGNAL ON MAIN BOARD)

EXTERNAL SPEAKER LEFT

JP1 JUMPER
1 2

EXTERNAL SPEAKER RIGHT

C1 0.1uF TH
SK1

C2 0.1uF TH
SK2

CLEARANCE HOLE M1

ALL PARTS ON THIS PCB ARE THRU HOLE

LINE 6

FT3 SPEAKER OUTPUTS PCB

COMPANY:
LINE 6

TITLE:
FT3 SPEAKER OUTPUTS PCB

PROGRAM:
PADS POWER LOGIC V5.0

DRAWN: ablockmore DATED: 5-13-02
CHECKED: Initials DATED: Date

SCALE: 1:1 SIZE: B PART NUMBER: 35-00-0149 SHEET: 1 OF 1